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Introduction

In order to facilitate TanE Wireless product, users can
quickly get familiar with and understand the product through

app software.
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NB Tracker APP installation

Users can download and install the app in the Google Play
Store. Enter Google Play Store, search for TanE Wireless

NB-1OT Tracker APP and click to download.
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Account Registration

For the first login(test only), the user should enter the ID
account and the password(123456). The user can click the

“Login” button to enter the app home page.
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Device Binding

After the new account application is successful, you can
log in to the app main interface. Next, we need to bind a tracker
device (or multiple devices). The app can only locate, track and
manage the bound devices.

1. Press the “device management” button
2. Press the “add tracker”

3. Enter IMEI number

4. Enter device name

5.Press the “device binding”
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Click "Device Management" to enter the device list page,
and you can see the devices not bound at present. Click the
"Add Tracker" button to enter the device binding interface.
Enter the IMEI number and device name of the device to be
bound, and click the "device binding" button to bind the device.
Once the device is bound, you can return to the main interface to
click “tracker device” button, like TanE 08, to enter the device
information page to see the device information.

Note: before binding a device, the device must first register with
the server. The device registration method is to power on the
device and make sure the network is available. Device

registration will be completed automatically.
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After the user registers the account and binds the tracker, the
software can be used normally. The main Ul is as shown in the
figure below. Through the main UIl, the user can query the
location of the tracker. And the display data can be updated
by the refresh button(to be release by APP next version).

In addition to the real-time positioning information display in
map, we can enter the google map interface by clicking "Home"
page. Please see the device list interface in home page and click
"tracker device " button, like TanE 08. Then, you can check the

history track by clicking "historical traces".

TanE wireless

aink to sky



Device Management

The user clicks device management to see the "tracker list"
and selects the devices to be managed (one app can bind
multiple devices).For example, in the information icon of the
tracker, you can see the device name, IMEI number, and the
iccid number, registration network type, version, tracking mode,
location type.

If the user does not need to use the device, please click the

"Delete Tracker" button to unbind it.
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Tracker Mode Setting and E-Fence(to be
added)

The tracker product has two working modes for users to
choose, which are motion mode and period mode.

Motion mode will start motion detection algorithm to
judge the motion behavior and static behavior. The position and
reporting time of motion state and static state is different.
Motion state is divided into People mode, Pets mode, Objects
mode and Customize Patterns.

In person mode, the motion status position and reporting
data every 5 minutes, and the static status does not report data.

In Pets mode, the motion state is located once every 1
minutes, and the static status does not position and report data.

In Objects mode, the motion state is located once every 30
minutes, and the static status does not position and report data.

In order to facilitate server business development and
debug, Customized Patterns mode is added to the device. In this

mode, users can set the location and reporting time through the

app.
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For Period mode, the device will prohibit motion detection.
Periodic positioning and reporting data can be set by users

through app.
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The app also supports the function of circular electronic
fence. Users can configure the fence triggering mode and fence
radius. Once the fence time is triggered, the app will receive a

fence message.
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Historical track Menu

The user can select the device through the menu and query
the history track. The historical track is queried by day. You can
select the historical track of different time to view through the

button.
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Notifications Menu

Users can view the messages reported by the device through
the message query function, including: on-off message, low
battery/ battery full message, SOS message, electronic fence

message, etc.
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2023/08/02  Device powered on
[] testzsos19 10:03:03

2023/08/01  Device powered off
[7] testz30s19 11:58:48

2023/08/01  Device powered on
[] testzsos19 11:47:26

2023/07/31  Device powered on
[[] testz30s19 14:31:11

2023/07/31  Device powered on
[[] testzz0s19 11:28:47

2023/07/28  Device powered on
[ testzsost9  12:17:24

2023/07/27  Device powered on
[] testzsos19 02:40:40
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